
HOW TO ORDER:
M 1 0 1 - X X 1 0 - 1 - ZX X0

PLATING OVERALL:

NUMBER OF CONTACTS:

0 - FULL TIN

PACKAGING:
0 - TRAY
1 - TAPE
2 - TAPE & REEL

ELECTRICAL: 04 thru 26
CURRENT RATING: 1.0 AMP CONNECTOR TYPE:
CONTACT RESISTANCE: 20 mΩ Max. 1 - FEMALE ON BOARD 
INSULATOR RESISTANCE: 1000 MΩ Min. TOP ENTRY TYPE
DIELECTRIC WITHSTANDING VOLTAGE: 500VAC FOR 1 MIN.
OPERATING TEMPERATURE: -40° C  TO  +105° C INSULATOR COLOR:

RoHS
COMPLIANT

1 - RED
MATERIAL: POLARIZATION:
INSULATOR: PBT (UL94V-0)
CONTACT MATERIAL: Copper Alloy

1 - WITH POLARIZATION
2 - W/OUT POLARIZATION
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 Micro-Match Miniature Connector, Receptacle, Top Entry Type,

w/o Lock, Thru Hole

TOL. DEC. .X +/- 0.35 .XX +/- 0.25 .XXX +/- ANGLE +/- UNIT: mm  SERIES:  M101-XX10-1X0X-Z Pg: 1

Recommended PCB Layout

Polarization
Peg Hole

DIMENSION(mm)
CONTACTS


